
RULE 300
Date adopted: 08/05/94

1. Allowable Emissions:

The Permittee shall not discharge into the ambient air from any single source of emissions
any air contaminant other than condensed water containing no more than analytical trace
amounts of other chemical elements or compounds, in excess of 20 percent opacity, except
the following:
a) Startup and Shutdown:  Visible emissions exceeding the opacity standards for short

periods of time resulting from startup, shutdown, soot blowing or unavoidable
combustion irregularities which do not exceed three minutes in length shall not constitute
a violation provided that the Control Officer finds that adequate control technology has
been applied.

b) Emergencies:  Unavoidable combustion irregularities which exceed three minutes shall
not constitute a violation of these Permit Conditions providing the owner or operator
demonstrate  to the Control Officer’s satisfaction that an emergency exists in accordance
with County Rule 130 §201.

  [County Rule 300 §§ 301, 302.1,2]

Except as otherwise provided in Regulation I, Rule 4, Exceptions, the opacity of any plume
or effluent from any source of emissions, other than uncombined water, shall not be greater
than 40 percent opacity as determined by Reference Method 9 in the Arizona Testing Manual.

[SIP Rule 30]

2. Recordkeeping/Monitoring:

A. The Permittee shall weekly conduct a facility walk-through and observe visible emissions
from ... (list equipment capable of emitting visible missions).  The Permittee shall log the
visual observations, including the date and time when that reading was taken, results of the
reading, name of the person who took the reading and any other related information.

[County Rule 300 §301][County Rule 210 §302.1(c)(1)] [ SIP Rule 30]

B. Opacity shall be determined by observations of visible emissions conducted in accordance
with 40 CFR Part 60 Appendix A, Method 9, except opacity of visible emissions from
intermittent sources as defined by County Rule 300 §201.  Opacity of visible emissions from
intermittent sources shall be determined by observations conducted in accordance with 40
CFR Part 60 Appendix A, Method 9, except that at least 12 rather than 24 consecutive
readings shall be required at 15-second intervals for the averaging time.

[County Rule 300 §§501, 502][ SIP Rule 30]

3. Reporting:

Include the following information in each semi-annual Compliance Report:
Dates on which visible emissions observations were taken, the test method used, and the results
of the observations.

[County Rules 300, 210 ][ SIP Rule 30]

EG/09/21/00


